1. There are 4 files:
a) Matrix-PC-tool.exe: executable file
b) config.ini: configuration file, do NOT change file name.
c) Language-English.ini: configuration file. Filename maybe changed to your favorite language, such as French.

d) Language-*' 3 .ini: configuration file. Filename maybe changed to your favorite language, such as ZA.

2. Change default language
> Change filename of “Language-English.ini”, “Language-H3Z.ini”, replace “English”, “H1 3" with your favorite

language.
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»  Change default language:
B config.ini, search “CurrentLanguage=English”, replace “English”

3. Change Ul string:
»  Language-English.ini, search “String_AppName”, replace “Matrix-PC-tool-Vx.x.xxx” with your favorite string.
»  For most of the string in Ul, you may change to any string in any language.
String_OSD_CTRL=0SD CTRL
String_MatrixSwitch=Matrix Switch
String_PictureQuality=FineTune:PQ
String_PictureQuality_And_Position=FineTune:PQ&Position
String_Debug=String_Debug
String_TVWall=Video Wall
String_SettingUART=UART Setting
String_SettingNetwork=Network Setting
String_SettingSignal=Signal Setting
String_Advanced_Switch=Advanced Switch
Info_RestoryFactoryConfirm=Are you sure to reset?
String_Allset=Allset
String_Recall=Recall
String_SaveAs=SaveAs
String_Port=Port
String_Status=Status
String_Format=Format
String_HDMI=HDMI
String_HDMI_Direct=HDMI-Direct
String_DVI=DVI
String_VGA=VGA
String_YPbPr=YPbPr
String_CVBS=CVBS
String_Fiber=Fiber
String_SDI=SDI
String_HDBST=HDBST
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How to change the device’s name show on the LCM?

Run the pc tool ,then press Ctrl+Shift+Fn+F3, then turn to Advanced Switch page, Select the Custom, then type the
name that you want. Then press Set.

Note: Name should not longer than 20 characters if the LCM is 4 lines, if the LCM is 2 lines, should not longer than 16
characters.
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Usage note: 1. Add input to output 2. Tick output and then start sending loop

Input Custom name Qutput Custom name  Input Signal © Send cmd periodically 12000 ms
Input 1 - ‘:‘ Output 1 - [[)Send All Outputs Combined
Input 2 - [f‘ Qutput 2 = P A el T s R
Input 3 - ) Output 3 -
Input 4 [ Output 4 [[)Stop CMD after one loop
Input 5 - ) Output 5 - .
Input 6 } O Output 6 : [_] Select all outputs
Input 7 - [ Output 7 - l?l
Input 8 [J Output 8 - -
[ == I LCM Display

() Default (g€ustom




