The are two connection ways:

1. Computer connect to the matrix directly through a network cable:
Stepl: Make sure the computer IP address is STATIC;
Step2: Make sure the matrix IP address is STATIC;
Step3: Use the PC tool to search the matrix;
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Step2: Press Searche the Device

Note: Please wait until all data reading completed

Step4: Check the Device IP address and the computer IP address is in the same local area network or not, if not,

turn to Network Setting page;
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Step2:
/ Set the device IP to static IP and in the same local

Step 3: save Config area network

2. The computer and the matrix are connected to the same router:

Stepl: Turn to Matrix Switch page, to select the Ctrl Mode to Network, and search the device;
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Step1: select the Network

Step2: Press Searche the Device

Note: Please wait until all data reading completed

Step2: Check the Device IP address and the computer IP address is in the same local area network or not, if not,
turn to Network Setting page;

Matrix Switch | Signal Setting ‘ FineTune:PQl 0osD CTRLl Video Wall
& Select config port

Search List (Click device to load configuration) OPort0 Port 2
Device Name IP Address MAC Address Version
[« 192.168.0.88 AGACSEES39ED 3015 | ‘ W rione
None

Device IP address

Device Port

/] [Sear(h Dwfcel [Open Website‘ [Find via UART‘ ot

Step s %&a rch Device

I E Device Name @
B0 ]  MACAddress [A64C5E E5 39 ED
[ | [p1ype Static 1P - |
0 | | static 1P 192.168. 0 . 88
Subnet Mask | 255.255.255. 0 |

i) Gateway V 192.168. 0 . 1 Sync BaudRate(RFC2217 similar)
[ save Config | \ [ save Config |
Step2:
/ Set the device IP to static IP and in the same local

Step 3: save Config area network



